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Firmware Release Notes
  Model Name：DSL-2750U
Firmware: ME_1.15 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B030-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2016-11-23
Problems Resolved:
After create the second wan connection of route, will forbidden the route IP first, until the wan connection is dialed up.
Enhancements:
Bug:150268 | FW modify：add the function, After create the second wan connection of route, will forbidden the route IP first, until the wan connection is dialed up.
Known Issues: 
After  create the second wan connection of route, the default route is abnormal.
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.15 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B027-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2016-7-25
Problems Resolved:
1、Disable second lan ip.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.14 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B026-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2016-7-20
Problems Resolved:
1、 ME_1.11 to ME_1.13 is used by sudani, retail customer version value is from ME_1.14 based on ME_1.10.
2、 Disable dns relay.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.10 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B022-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-9-23
Problems Resolved:
1、Support the function changing ssh account and special character.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.09 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B021-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-9-19
Problems Resolved:
1、 South Africa Internet operators are supplying user name and passwords with special characters.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.09 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B020-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-9-18
Problems Resolved:
1、 Customer Firmware Version changed to be ME_1.09 from ME_1.09_test.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.09_test (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B020-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-9-16
Problems Resolved:
1、 Develop the interface that user can change ssh username and password in web.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information
Firmware: ME_1.08 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B019-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-7-24
Problems Resolved:
1、 Handle with 3g problem.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.07 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B018-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2015-3-28
Problems Resolved:
2、 use lan ip can access lan side equipment and cpe in the wan side
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.06 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B017-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-12-10
Problems Resolved:
1、 Modify the CPE can’t connect to ACS problem
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.05 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B016-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-12-5
Problems Resolved:
1、 Modify the ACS can’t get the all tree when the ParameterPath is empty
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.04 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B015-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-10-28
Problems Resolved:
2、 Modify the CPE can’t connect to ACS problem
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.03 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B013-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-5-23
Problems Resolved:
1、 Update wireless driver
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.03 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B013-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-4-1
Problems Resolved:
2、 Modify 3g switching dial 30 seconds
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.02 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B012-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-3-24
Problems Resolved:
1、 Modify wireless bandwidth 20M 
2、 Modify static page can not be displayed, such as statistics 3g wan connection
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.01 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B011-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-2-27
Problems Resolved:
1、 Open Ethlan function 
2、 Modify wireless bandwidth 20/40M 
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
Firmware: ME_1.00 (internal version: GAN9.ET235B-B-DL-DSL2750U-R5B010-ME.EN_2T2R)
Hardware: GAN9.ET235B-B
Date: 2014-1-7
Problems Resolved:
1、 The first version for RTL8676S.
Enhancements:
Known Issues: 
Other problems：（Some of these problems are tested fine from our lab, others are test method issues. Please see D-Lab system for detailed information.)）
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